General Uniform Lighting

HCY0822L8CST-UN3-DIM-BK 50W

1xLED

1 x 8000 Im

Polar intensity diagram Quantity estimation diagram

120° 180° 120° nr. of luminaires
l hroom: 12.0 m
Reflectances: 0.50, 0.50, 0.20
80 Maintenance factor: 1.0
Ceiling mounted
60 500 Ix.
300 he—]
/
0
2,
(cd/1000 Im) 0° LO.R=1.00 100 300 500 700 900 (m")
0-180° 90-270°
Utilisation factor table Luminance Table
Light output ratio 1.00
i Reflectances for ceiling, walls and working plane (CIE Plane 0.0 45.0 90.0
Service upward 0.00 8 g P!
. Cone
Service downward 1.00 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 450| s8728| 55620| 54445
Index | 050 050 | 050 050 050 030 | 030 010 | 030 010 | 0.00 -
CIE flux code 66 92 99 100 100 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 000 500| 45176| 42452| 41781
55.0| 35104| 33061 32448
060 | 060 057 | 060 058 057 051 | 050 046 | 050 046 | 045 600] 27891) 26262 | 25767
080 | 071 066 | 070 068 066 060 | 0.59 055 | 059 055 | 0.53 65.0| 22675| 21376| 20930
100 | 079 074 | 078 075 073 067 | 0.66 063 | 0.66 062 | 0.60 700| 18662 17680 | 17169
125 | 087 080 | 085 082 079 074 | 073 069 | 072 069 | 0.67 75.0| 15085| 14330 13982
150 | 093 084 | 091 087 083 079 | 078 074 | 077 074 | 072 80.0| 11461] 11073| 10774
200 | 102 091 | 099 094 090 08 | 085 082 | 084 081 | 079
1 49
250 | 107 095 | 1.04 099 094 090 | 089 087 | 088 086 | 0.84 850| 6493 6275 6156
300 | 141 097 | 1.08 102 096 094 | 092 090 | 091 089 | 0.87 20.0 - J -
400 | 116 100 | 112 105 099 097 | 095 094 | 094 092 | 090 (cdim2)
500 | 149 102 | 145 107 101 099 | 097 096 | 096 094 | 092
Ceiling mounted
LVC2160365

2024-04-03

HCY0822L8CST-UN3-DIM-BK 90W 1xLED

1 x 14000 Im

Polar intensity diagram
120° 180° 120°

Quantity estimation diagram
nr. of luminaires

l hroom: 12.0 m
Reflectances: 0.50, 0.50, 0.20
40 Maintenance factor: 1.0
Ceiling mounted /
500 Ix:
30
20 L 300 x4 |
/
10
0
2,
(cd/1000 Im) 0° LO.R=1.00 100 300 500 700 900 (m")
0-180° 90-270°
Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.00 Reflectances for ceiling, walls and working plane (CIE) Plane 0.0 45.0 90.0
. Cone
Service downward 1.00 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 450| 103404|  94504| 93759
Index | 050 050 | 0.50 050 050 030 | 030 010 | 030 010 | 0.00 -
CIE flux code 66 92 99 100 100 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 000 S00| 79624| 72905| 71642
55.0| 61753| 57624| 55565
060 | 060 057 | 060 058 057 051 | 050 046 | 050 0.46 | 045 €00, 48998| d6dSd) 43928
080 | 071 066 | 070 068 066 060 | 0.59 055 | 059 055 | 0.53 650| 39759] 38004| 35087
100 | 079 074 | 078 075 073 067 | 0.66 063 | 0.66 062 | 0.60 700| 32640| 31392| 28806
125 | 087 080 | 085 082 079 074 | 073 069 | 072 069 | 0.67 750  26060| 25592| 23860
150 | 093 084 | 091 087 083 079 | 078 074 | 077 074 | 072 800| 19587 19709| 18279
200 | 102 091 | 099 094 090 08 | 085 082 | 084 081 | 079
. 9 9
250 | 107 095 | 1.04 099 094 090 | 089 087 | 088 086 | 0.84 85.0 5561 11190, 10738
300 | 141 097 | 1.08 102 096 094 | 092 090 | 091 089 | 0.87 200 - J -
400 | 116 1.00 | 112 105 099 097 | 095 0.94 | 094 092 | 090 (cd/m2)
500 | 149 102 | 145 107 101 099 | 097 096 | 096 094 | 092
Ceiling mounted
LVC2160365

2024-04-03
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General Uniform Lighting

HCY0822L8CST-UN3-DIM-BK 150W 1xLED

1 x 23000 Im

Polar intensity diagram

Quantity estimation diagram

Service downward  1.00

CIE flux code 66 92 99 100 100

LVC2160365

Luminance Table

120° 180° 120° nr. of luminaires
l hroom: 12.0 m
Reflectances: 0.50, 0.50, 0.20
24 Maintenance factor: 1.0 /
Ceili d
eiling mounte 500 |
18
" 300+ |
6
0
(cd/1000 Im) 0° L.O.R=1.00 100 300 500 700 900 (m?)
0-180° 90-270°
Utilisation factor table
Light output ratio 1.00
Service upward 0.00 Reflectances for ceiling, walls and working plane (CIE)

Room

0.80 0.80 070 070 070 0.70 0.50 0.50 030 030 0.00
Index | 050 0.50 0.50 0.50 0.50 0.30 030 0.10 030 0.10 0.00
k 030 0.10 030 020 0.10 0.10 0.10 0.10 0.10 0.10 0.00

0.60 0.60 0.57 0.60 058 057 051 0.50 0.46 050 0.46 0.45
0.80 071 0.66 0.70 0.68 0.66 0.60 059 055 059 0.55 053
1.00 0.79 074 078 075 073 067 0.66 0.63 0.66 0.62 0.60
125 0.87 0.80 085 082 079 074 073 0.69 072 0.69 0.67
1.50 093 084 091 087 083 079 078 074 077 0.74 0.72
2.00 1.02 091 0.99 094 090 086 085 082 0.84 081 0.79
2.50 1.07 095 104 099 094 090 089 087 0.88 0.86 0.84
3.00 111097 1.08 1.02 096 094 092 090 091 0.89 0.87
4.00 1.16 1.00 112 105 099 097 095 0.94 094 092 0.90
5.00 119 1.02 115 1.07 1.01 099 0.97 0.96 0.96 0.94 0.92

Ceiling mounted

Plane 0.0 45.0 90.0
Cone
45.0| 171455| 155890 | 152646
50.0| 132050 | 117961 117094
55.0| 102068 90062 89697
60.0 81054 72754 70644
65.0 65672 61033 57631
70.0 53711 50728 47601
75.0 42851 41256 38526
80.0 30516 30316 29427
85.0 16499 15585 16727
90.0 - - -
(cd/m2)
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CalcuLuX Photometrics 5.3.2.0

Philips Lighting B.V.
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